Duration 9505

This waterborne acrylic quickly penetrates and provides a thorough, durable seal or finish coating. Very good gloss retention. Resists oils, water vapor, alkali and many acids. Seals and heals concrete, preventing dusting. Prevents pitting and staining. Does not discolor when exposed to UV light.


Typical Properties:

Appearance: Dries to Transparent, Glossy, Finish.

Dry Time: 18 min @ 78° F
            35 min @ 40° F

VOC Content: 120 g/L

Percent Solids: 25% by Weight

pH: 7.5-9.0

Weight/Gallon: 8.5 +/- .25 LB.

Flash Point: >212° F (ASTM D56-05)

Coverage: 300 Ft/Gal.

Recommended uses:
Use on concrete, masonry, stone wash, stone and terrazzo. Excellent for factories, livestock facilities, warehouses, garages, maintenance areas, parking lots, sidewalks, driveways, etc.

High traffic areas can be easily recoated and maintained. Should not be used on linoleum, asphalt tile, vinyl asbestos tile, rubber or quarry tile.

Packaging:
• 55-Gallon Drums - 468 lb.
• 5-Gallon Pails - 42.5 lb.
• 1-Gallon Jugs (4/case) - 8.5 lb.

DOT Description: Non-Regulated

Please contact your Eaton representative for more information, samples, or to place an order.